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Get A HANDLE
on Nexans 
New NMD90
CANADEX®



Date et page . 2
2

New XLPE NMD90 CANADEX ®

NEW Improved 
CANADEX®

Fast, Strong, Safe, 
Green

Made in Canada
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New XLPE NMD90 CANADEX ®

In addition to our superior XLPE insulation, 
Nexans also has an improved PVC jacket 
for our NMD90 CANADEX ®.

Nexans uses a special formulation of XLPE 
insulation in our NMD90 product.

Other manufacturers use PVC/Nylon 
insulation.
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Green
Environmentally

friendly

Green
Environmentally

friendly

Safety
for your home

& for the installer

Speed
of installation

Strength
durability

Strength
durability

New XLPE NMD90 CANADEX ®

Nexans compared our XLPE CANADEX ® against 
our competitors’ PVC/Nylon product for …..

The Benchmarking
Results:
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Reduced time & lower costs for installers

FastFast

XLPE NMD90 CANADEX ®
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FastFast

Small 
Cable Cross 
Section Area

Small 
Cable Cross 
Section Area

Nexans XLPE NMD90 is 9% smaller than PVC/Nylon cabl e
and has a smooth jacket with no residue

Easier to String & Pull 

Nexans XLPE NMD90 is 9% smaller than PVC/Nylon cabl e
and has a smooth jacket with no residue

Easier to String & Pull 

Light  
Weight
Light  
Weight

XLPE cable is 7% lighter than PVC/Nylon cable

Easier to Pull
XLPE cable is 7% lighter than PVC/Nylon cable

Easier to Pull

FlexibleFlexible
XLPE cable is 10% more flexible to bend at room 

temperature and in cold temperatures

Easier to Bend

XLPE cable is 10% more flexible to bend at room 
temperature and in cold temperatures

Easier to Bend

Ease
to Strip

Nexans NMD90 requires 24% less force to strip the j acket

Faster to Terminate
Nexans NMD90 requires 24% less force to strip the j acket

Faster to Terminate

XLPE NMD90 CANADEX
®
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Faster 

More
Durable

throughout
installation
& operation

StrongStrong

XLPE NMD90 CANADEX ®
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Faster StrongStrong

Puncture
Resistance

Puncture
Resistance

Insulation 
Resistance

Insulation 
Resistance

Dielectric 
Strength

Dielectric 
Strength

Nexans reformulated PVC jacket is 14% tougher
at 22°C temperature

Reduced Risk of Jacket Damage

Nexans reformulated PVC jacket is 14% tougher
at 22°C temperature

Reduced Risk of Jacket Damage

Nexans XLPE insulation resistance is 70 times 
better than PVC

Results in Less Ground Faults 

Nexans XLPE insulation resistance is 70 times 
better than PVC

Results in Less Ground Faults 

XLPE  insulation requires 73% more voltage to break
down compared to the same thickness of PVC

Handles Higher Voltage Surges

XLPE  insulation requires 73% more voltage to break
down compared to the same thickness of PVC

Handles Higher Voltage Surges

XLPE NMD90 CANADEX
®

Water 
Resistance

Water 
Resistance

XLPE insulation gives wetness protection,
PVC/Nylon does not

Less Chance of Short Circuit if Exposed to Water

XLPE insulation gives wetness protection,
PVC/Nylon does not

Less Chance of Short Circuit if Exposed to Water

Dry Temperature 
Rating

Dry Temperature 
Rating

XLPE dry temperature rating of 125 ° vs PVC/Nylon at
105°C gives it superior resistance to thermal degra dation 

Withstands overload situations much longer

XLPE dry temperature rating of 125 ° vs PVC/Nylon at
105°C gives it superior resistance to thermal degra dation 

Withstands overload situations much longer
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Faster 

Safe for your home,
your family &
the installers

SafeSafe

XLPE NMD90 CANADEX ®
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SafeSafe

Current 
Overload

Current 
Overload

Nexans XLPE withstands current overload 100% longer
than PVC/Nylon NMD90

Reduces Fire Risk Due to Overloads

Nexans XLPE withstands current overload 100% longer
than PVC/Nylon NMD90

Reduces Fire Risk Due to Overloads

Lead FreeLead Free Nexans was first to be Lead Free in Canada

Healthier Handling to Install, Healthier Homes 
Nexans was first to be Lead Free in Canada

Healthier Handling to Install, Healthier Homes 

Lighter to 
Carry

Lighter to 
Carry

Nexans New NMD90 is 7% lighter than competitive cab le

Easier to Lift & Carry
Nexans New NMD90 is 7% lighter than competitive cab le

Easier to Lift & Carry

XLPE NMD90 CANADEX
®

Short Circuit 
Temperature

Short Circuit 
Temperature

XLPE short circuit temperature rating is 92% higher  
than PVC

Reduces Fire Risk Due to Short Circuits

XLPE short circuit temperature rating is 92% higher  
than PVC

Reduces Fire Risk Due to Short Circuits
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Faster 

Environmentally
Friendly

GreenGreen

XLPE NMD90 CANADEX ®
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Green GreenGreen

Lead FreeLead Free Nexans pioneered Lead Free NMD90 in Canada since 20 05

Better Health & Cleaner Environment
Nexans pioneered Lead Free NMD90 in Canada since 20 05

Better Health & Cleaner Environment

REACH REACH 
Registration, Evaluation, Authorisation and restric tion of

CHemicals compliant since 2008

Better Health & Cleaner Environment

Registration, Evaluation, Authorisation and restric tion of
CHemicals compliant since 2008

Better Health & Cleaner Environment

Life Cycle
Analysis

Life Cycle
Analysis

12% better results on complete product life cycle a nalysis

Sustainable Environment
12% better results on complete product life cycle a nalysis

Sustainable Environment

XLPE NMD90 CANADEX
®
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Made in CanadaMade in Canada All Nexans NMD90 Cable is Manufactured 
& Stocked in Canada 

All Nexans NMD90 Cable is Manufactured 
& Stocked in Canada 

Bilingual Web & 
Print Material

Bilingual Web & 
Print Material

Bilingual (French & English) 
Canadian Web Site 

Bilingual (French & English) 
Canadian Web Site 

XLPE NMD90 CANADEX
®

Meter MarkingMeter Marking New Sequential Print Marking on #8 AWG & LargerNew Sequential Print Marking on #8 AWG & Larger

Added BenefitsAdded Benefits

NMD90 HEATEX®NMD90 HEATEX® Nexans Offers all these Same Premium Features
in XLPE NMD90 Red HEATEX ®

Nexans Offers all these Same Premium Features
in XLPE NMD90 Red HEATEX ®
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NMD90 Bench Mark Comparison
(For details see Nexans NMD90 White Paper)

Dielectric Strength 

No    NoYesMeter Marking on #8 & Larger

NoNoYesWater resistance  

Life Cycle Analysis

YesYesYesREACH Compliant

YesYesYesLead Free 

Lighter to Carry

YesYesYesLead Free

Short Circuit Temperature  

Current Overload

YesNoYes100% Made in Canada

Dry Temperature Rating

Insulation Resistance

Puncture Resistance

Easy to Strip

Flexible

Light Weight 

Small Cable Cross Section Area

Competitor YCompetitor X

F
aster

F
aster

S
tronger  

S
tronger  

S
afer

S
afer

G
reen  

G
reen  

XLPE NMD90
CANADEX®

PlusPlus
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GreenGreen

NEW Improved XLPE
NMD90 CANADEX

®

Faster

StrongerStronger

SaferSafer
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NOW . . .

Get A HANDLE
on Nexans 
New NMD90
CANADEX
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LIFT & GO TM

The innovative
reel handle:

Quick

Easy 

Safe
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You  can easily carry NMD90
spools with LIFT & GO TM handles:

• 2 at a time
• up stairs or ladders
• with or without gloves on  
• in the warehouse
• to the jobsite
• on the job

You  can easily carry NMD90
spools with LIFT & GO TM handles:

• 2 at a time
• up stairs or ladders
• with or without gloves on  
• in the warehouse
• to the jobsite
• on the job

Quick and Easy to Carry
Saves Time

Quick and Easy to Carry
Saves Time

LIFT & GO TM QUICKLYLIFT & GO TM QUICKLY
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LIFT & GO TM handles lie flat

Easy to Stack and Store

LIFT & GO TM handes curve 
around the arbour hole and 

won’t interfere with your 
current pay-off process

Easy to Pay-Off

LIFT & GO TM handles lie flat

Easy to Stack and Store

LIFT & GO TM handes curve 
around the arbour hole and 

won’t interfere with your 
current pay-off process

Easy to Pay-Off

Easy to Store, Transport & Use Easy to Store, Transport & Use 

Get A HANDLE on Nexans New NMD90 CANADEX

LIFT & GO TM EASILYLIFT & GO TM EASILY
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Safe for Fingers, Hands,
Forearms, Back

Less Risk of Long Term Injury:
• Carpel Tunnel Syndrome

• Tendonitis
• Back Strain

Less Risk of Injury Due to 
Dropped Spools

Safe for Fingers, Hands,
Forearms, Back

Less Risk of Long Term Injury:
• Carpel Tunnel Syndrome

• Tendonitis
• Back Strain

Less Risk of Injury Due to 
Dropped Spools

External lab tested
for weight capability 

No risk of breaking with 
proper carrying techniques

External lab tested
for weight capability 

No risk of breaking with 
proper carrying techniques

Get A HANDLE on Nexans New NMD90 CANADEX

LIFT & GO TM SAFELYLIFT & GO TM SAFELY
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Get A HANDLE on Nexans New NMD90
(Also available on NMWU)

Nexans Lift & Go TM Handles now available on :

Only available through

Authorized Nexans Distributors & Retailers

Supervex12/2 NMWU

Supervex14/2 NMWU

Canadex, Heatex10/3 NMD90

Canadex, Heatex14/3 NMD90

Canadex, Heatex12/3 NMD90

Supervex10/2 NMWU

Supervex14/3 NMWU

Canadex, Heatex12/2 NMD90

150M

Canadex, Heatex10/2 NMD90

Supervex12/3 NMWU

Canadex, Heatex14/2 NMD90

Nexans Brand75M
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Global Wire & Cable Offering

Local Service & Support

Global Wire & Cable Offering

Local Service & Support

Contact Us:
1-800-268-9473
www.nexans.ca

New XLPE NMD90 CANADEX ®


